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Valve Sealants, Lubricants & Related Products

DESCRIPTION

EZY-PAK™ #100 Packing Compound contains a high 
content of ground PTFE particles held together with a 
minimum amount of inert binder.  It is an injectable packing 
that can be pumped using a high pressure lubricator and 
standard fittings, or can be hand packed into any area that 
requires a chemically inert packing.  Under pressure,   
EZY-PAK #100 will conform to any shape forming a gasket 
or packing seal.  Under heat and pressure, a small amount 
of binder may leak from the fittings.  Reinjection of 
compound under pressure will activate the seal forming an 
almost pure PTFE sealing material.

EZY-PAK #100 is best pumped through an injection valve 
with 1/8" or larger bore, but it can also be pumped (with 
more effort) through standard giant buttonhead fittings.

Recommended Cleanup: Although conventional solvents 
like methanol, ethanol, IPA, chlorinated solvents, aromatic 
solvents, acetone and other ketones can be utilized,      
Jet-Lube recommends its EZY-OPEN™ or other safe 
oxygenated solvents.  EZY-OPEN is a nontoxic, 
nonflammable, biodegradable lubricant and cleanser 
specifically designed for valve cleaning applications.  It 
contains no components listed as federal hazardous 
wastes.

APPLICATIONS

EZY-PAK #100 is ideal for any application where the 
chemical resistance of a PTFE gasket or packing is 
required and a means is provided for injecting the packing 
into the area to be sealed.  EZY-PAK #100 will conform to 
any shape when injected under pressure.  Formulated with 
minimum binder, providing an almost pure PTFE gasket or 
sealant.

EZY-PAK #100 can be used in all applications requiring a 
chemically resistant packing such as stuffing boxes, 
bearing packings, valve stems, flange gaskets, etc.  It can 
be used in oilfield, petrochemical, power generation, 
industrial plants and marine applications. 

NOTE:

Not for use with oxygen or strong oxidizers.

CHARACTERISTICS

·	 Color: White	 ·	 Chemically Inert

·	 Contains PTFE	 ·	 Nonhazardous

·	 Asbestos Free	 ·	 Lubricates

·	 Nontoxic	 ·	 Seals

·	 Pumpable	 ·	 Corrosion Resistant

PRODUCT SPECIFICATIONS

Appearance	 Sticky White to Off-White Fibrous Mass
Cone Penetration (ASTM D-217), MMx 10-1	 25 - 45
Density (lbs/gallon), Typical	 16.11
Specific Gravity, Typical	 1.61
Dropping Point (ASTM D-2265)	 None
Oil Separation, Wt. % (FTMS 791.B M 321.2)	 1.0 Max.
Thickener	 PTFE
Flash Point (ASTM D-92)	 >204°C (400°F)

SERVICE RATING

Temperatures from -18°C to 288°C (0°F to 550°F)

PACKAGING

Inventory Code	 Size	 Description
	 910081	 1 3/4" x 8 1/2"	 J-Stick

	 910082	 1 1/2" x 10 1/2"	 K-Stick

LIMITED WARRANTY

    Jet-Lube of Canada makes the Limited Express Warranty that at the date of 
delivery, this product shall be free from defects in Jet-Lube of Canada Ltd. materials 
and workmanship.
    This Limited Express Warranty is expressly in lieu of any other express or implied 
warranties, including any implied warranty of merchantability or fitness for a particular 
purpose, and of any other obligation on the part of Jet-Lube of Canada Ltd.
    The sole remedy for breach of the Limited Express Warranty shall be the refund of 
the purchase price.  All other liability is negated and disclaimed, and                       
Jet-Lube of Canada Ltd. shall not be liable for incidental or consequential damages.

EZY-PAK™   #100
Packing Compound Containing Ground PTFE


