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Valve Sealants, Lubricants & Related Products

DESCRIPTION

EZY-PAK™ #120 is a general purpose packing compound 
recommended for hydrocarbon and aqueous services.  It is 
an injectable packing material that can be pumped into 
internal voids in valves and other equipment with a high 
pressure lubricator.  Under pressure, EZY-PAK #120 will 
conform to the shape of any void and form a gasket or seal.

EZY-PAK #120 is formulated with hydrocarbon resistant 
vegetable oils, polymers, inert fillers and high temperature 
fibers blended to produce a dough-like packing compound.  
EZY-PAK #120 is our most economical injectable packing 
compound.  It is best pumped through an injection valve with 
a 1/8" or larger bore, but can also be pumped (with more 
effort) through giant buttonhead fittings.

Recommended Cleanup: Although conventional solvents 
like methanol, ethanol, IPA, chlorinated solvents, aromatic 
solvents, acetone and other ketones can be utilized,          
Jet-Lube recommends its EZY-OPEN™ or other safe 
oxygenated solvents.  EZY-OPEN is a nontoxic, 
nonflammable, biodegradable lubricant and cleanser 
specifically designed for valve cleaning applications.  It 
contains no components listed as federal hazardous wastes.

APPLICATIONS

EZY-PAK #120 can be used in any oilfield, industrial or 
marine application in which an injectable packing is desired 
to fill an internal void.  It is hydrocarbon and water resistant 
and provides excellent sealing capacity when injected under 
pressure into valve bonnets, stuffing boxes, and other areas 
requiring packing.

EZY-PAK #120 can also be used to clear curing or corrosive 
sealants from internal parts and hoses of high pressure 
lubricators.  It can be left in the lubricator during storage 
without hardening or reaction with the metal or rubber parts.

SERVICE RECOMMENDATIONS

Crude Distillates	 Natural Gas	 Kerosene
Aqueous Solutions	 Dilute Acids	 Crude Oil
Propane	 Fuel Oils	 Water
Dilute Bases	
Liquid & Aliphatic Hydrocarbons

CHARACTERISTICS

·	 Vegetable Oil Base	 ·	 Color: Grey/Black

·	 Asbestos Free	 ·	 Nontoxic

·	 Pumpable	 ·	 Nonhazardous

·	 Nonhardening	 ·	 Economical

·	 Water Resistant	 ·	 Corrosion Resistant

PRODUCT SPECIFICATIONS

Appearance	 Grey/Black Fibrous Mass
Cone Penetration (ASTM D-217), MMx 10-1	 35 - 55
Density (lbs/gallon), Typical	 14.52
Specific Gravity, Typical	 1.45
Dropping Point (ASTM D-2265)	 None
Oil Separation, Wt. % (FTMS 791.B M 321.2)	 1.0 Max.
Thickener	 Polymeric & Inorganic
Flash Point (ASTM D-92)	 >204°C (400°F)

NOTE:

Not for use with oxygen or strong oxidizers.

SERVICE RATING

Temperatures from -18°C to 260°C (0°F to 500°F)

PACKAGING

Inventory Code	 Size	 Description
	 912081	 1 3/4" x 8 1/2"	 J-Stick

	 912082	 1 1/2" x 10 1/2"	 K-Stick

LIMITED WARRANTY

    Jet-Lube of Canada makes the Limited Express Warranty that at the date of delivery, this 
product shall be free from defects in Jet-Lube of Canada Ltd. materials and workmanship.
    This Limited Express Warranty is expressly in lieu of any other express or implied 
warranties, including any implied warranty of merchantability or fitness for a particular 
purpose, and of any other obligation on the part of Jet-Lube of Canada Ltd.
    The sole remedy for breach of the Limited Express Warranty shall be the refund of the 
purchase price.  All other liability is negated and disclaimed, and Jet-Lube of Canada Ltd. 
shall not be liable for incidental or consequential damages.

EZY-PAK™   #120
General Purpose Packing Compound


